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To achieve an "ideal" Bean to Cup Coffee, the following need to be taken into consideration at installation: 

1) Required coffee quantity for Regus set up. 

2) Dosing and gram throw adjustment. 

3) Adjusting the Brewer Chamber Volume (Brewer Piston moved to upper position for 8.5g of coffee) 

4) Water settings 

5) Grade of grinding 

6) Boiler temperature 

Coffee quantity: The gram throws must be set to 8.5 grams, for a 8.5 / 9.0 ounce drink. 
Dosing and gram throw adjustment 

The dose adjusting lever can be positioned in one of the 6 reference notches, bearing in mind that: 

- Lifting the lever increases the coffee dose 

- Lowering the lever reduces the coffee dose 

- Each notch changes the dose by approximately 0.25 g 

In addition, when the lever is fully rotated upwards, the ratchet can be released from the groove in the slide of 
the dose regulator and replaced into a different groove to change the average dose setting. There are 3 dose 
ranges as shown: - low 6 g ± 0,5 - medium 7 g ± 0,5 - high 8 g ± 0,5 



1 ? 




It may be necessary to remove the doser unit to allow adjustment of the dose regulator if the required gram 
throw cannot be achieved using the dose-adjusting lever alone. In the case of Regus machines the ratchet must 
be located in the upper position of the dose regulator thus accessing the High dose range to achieve the 8.5 
grams required. 
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ADJUSTING THE BREWING 
CHAMBER VOLUME 

When the upper piston is correctly positioned, the coffee 
unit can operate with coffee doses of 5.5 to 8.5 g. 
To change ttie piston position (see Fig. 16): 

- remove the snap ring from its seat: 

- place the piston in the proper adjusting notches: 

.less deep notches for 5.5 to 7.5 g doses: 
.deep-er notches for 6.5 to 8.5 g doses. 



Fig. 16 
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Water amount: The next step is to make sure the water settings are correct for the Bean to Cup coffee. Please 
enter the program and check the settings against the dose settings specified for Regus. See attached sheets- 
Granmattino/ Zip set- up for Selecta/ Regus. Issue 2 Date 02/06/04 

In the next step we are using the Bean Black Coffee selection as a guide to set up the grinder. (Bottom left 
corner selection button) 



Grade of grinding: an optimum grade of grinding needs to be set using the grinder adjustment wheel (see 
below) to ensure that the brewing time is correct thus producing the correct quality drink in the optimum time. 



Fig. 6 

1 - Lid release ring 

2 - Coffee container lid 

3 - Top panel of machine 
4 -Shutter 

5 - Board cover 

6 - Cover fastening screw 

7 - Boiler connection hose 




Grind adjustment screw 

Clockwise = fine coffee = slower vend stronger coffee. 
Anticlockwise = coarse coffee = faster vend weaker coffee. 



So long as steps 1- 3 have been carried out please do the following: 



Adjust the Grind adjusting screw until such time that a long Black Bean coffee drink (bottom left selection button) 
is dispensed in 30 seconds from the pressure pump starting too when it stops. 

Please not that the grind adjusting screw has a fine thread and therefore, each complete turn only moves the 
grinder blade a very small distance. This can mean that quite a number of turns may be required. 

Boiler temperature: factory adjusted to optimum settings; adjustments can be made using the trimmer on the 
machine control board, keeping in mind that turning the trimmer clockwise will increase the temperature and anti- 
clockwise will decrease the temperature. Two full turns are equal to 1 ° C of adjustment. 
The default setting is about 92° C in the heater tank, giving a cup temperature of around 80 degrees. 
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